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4MM FACADE FR - SIZE AVAILABILITIES MARCH 2019 
0.5MM SKIN - 4MM OVERALL THICKNESS

SOLID COLOURS

Natural White  PB6000

Candy Red  PB6500

Pebble Grey  PB6988

Jet Black  PB6999

Electric Lime  PB6410

Atomic Orange  PB6135

Denim Blue  PB6497

Golden Yellow  PB6026

Ultramarine Blue  PB6478
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METALLIC

Sabre Silver Metallic  PB8164

Champagne Metallic  PB8264

Gunmetal Metallic  PB8364

Silver Metallic  PB8100

Graphite Metallic  PB8345

Bronze Metallic  PB8277

Bronzed Copper Metallic PB8490
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PROBONDfacade 

FR
®

PROBOND FaçadeFR® is a Superior Construction Grade Aluminium 
Composite Panel designed for long term external cladding applications.
With a Kynar 500 PVDF coating for extended outdoor durability, it is 
able to withstand the harshest climates. It has a Fire Rated Mineral 
Core which meets Group1 BCA Classification requirements for 
external cladding.
The 0.50mm aluminium skins make it perfect for folding and it 
maintains excellent rigidity for large panelling.
*  �This product is not suitable for use where non-combustible panel is required

Fire Rating

ISO 9705 BCA 
GROUP 1

ADHESIVE 
TECHNOLOGIES

Quality
ISO 9001

KYNAR500®


