
4MM PROCORE A1 - SIZE AVAILABILITIES SEPT 2020 
0.7MM FACE - 4MM OVERALL THICKNESS

PROCORE A1®

PROCORE A1® is one of Australia’s only Deemed to Satisfy 
Non-Combustible aluminium cladding panels.
Developed and manufactured by PROBOND Architecture, PROCORE A1® is the 
similar to traditional aluminium composite panel, however the advanced technology 
of the core is constructed from a complete aluminium structure rather than from 
a combustible material, meaning that it contains ZERO polyethylene.

ADHESIVE 
TECHNOLOGIES

Quality
ISO 9001

Fire Rating

AS 1530.1 
NON-COMBUSTIBLE

aluminium cladding material

®

PROBOND     1300 72 73 74     www.probond.com.au

SOLID COLOURS 3200x1500
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4000x1500

Anthracite Grey PC6210 () 

Atomic Orange PC6135 () 

Bee Sting PC6244 ( ) 

Brown Earth PC6272 ( )

Bushland Green PC6227 ( )

Dandelion Yellow PC6239 ( )

Denim Blue PC6208 ( ) 

Dusky Beige PC6270 ( )

Candy Red PC6500 ()

Cherry Red PC6263 ( )

Cool Grey PC6216 ( )

Electric Lime PC6410 ()

Frisky Green PC6222 ( )

Gloss Onyx Black PC6297 (G) 

Gloss Vivid White PC6011 (G) 

Golden Yellow PC6026 ()

Grey Blue PC6230 ( )

Hot Flamingo PC6268 ( )

Jet Black PC6299 ()

Lime Sherbert PC6221 ( )

Monument PC6994 ()

Natural White PC6201 ()

Navigator Blue PC6231 ( )

Navy Intenso PC6237 ( )

Pale Sunset PC6245 ( )

Red Terra PC6266 ( )

Scarlet Pink PC6269 ( ) 

Slate Grey PC6217  ( )

Snorkel Sea PC6232 ( )

Ultramarine Blue PC6478 ()

 () Stocked Item     () Minimum order quantity applies    (G) Gloss finish      Colours may vary from actual product due to print variations. Confirm colour against a panel sample. 
Colours may vary slightly between production lots - to ensure colour consistency, we recommend placing total requirements in one order, including an error allowance.
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PROCORE A1®
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METALLIC FINISH 3200x1500
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4000x1500

Bronzed Copper Metallic PC8490  () 

Bronze Metallic PC8277 ()

Champagne Metallic PC8264 ()

Cherry Metallic PC8172 ( )

Gold Metallic PC8170 ( ) 

Graphite Metallic PC8345 ()

Gunmetal Metallic PC8364 ()

Ice Metallic PC8173 ( )

Jade Metallic PC8174 ( )

Midnight Metallic PC8374 ( )

Sabre Silver Metallic PC8164 ()

Silver Metallic PC8100 ()

WOODGRAIN
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Blackwood PC9430 ( )

Pine PC9420 ( )

Redgum PC9440 ( )

Rosewood PC9445 ( )

Rustic PC9425 ( )

Teak PC9435 ( )

SPARKLING MICA
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Blue PC9570 (G)

Cherry  PC9560 (G)

Gunmetal PC9580 (G)

Midnight PC9590 (G)

White PC9500 (G)

MICA CHAMELEON

*
*
*
*
*
*

*
*
*
*
*
*

Antique Gold PC9265 (G)

Dusk PC9270 (G)

Galaxy PC9285 (G)

Ice PC9260 (G)

Maldives PC9280 (G)

Simpson Copper PC9275 (G)

 () Stocked Item     () Minimum order quantity applies    (G) Gloss finish      Colours may vary from actual product due to print variations. Confirm colour against a panel sample. 
Colours may vary slightly between production lots - to ensure colour consistency, we recommend placing total requirements in one order, including an error allowance.


